Residual, (S/m)

Sea-Bird Electronics, Inc.

13431 NE 20th Street, Bellevue, WA 98005-2010 USA
Phone: (+1) 425-643-9866 Fax (+1) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 3449 SBE 4 CONDUCTIVITY CALIBRATION DATA
CALIBRATION DATE: 22-Apr-15 PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

COEFFICIENTS:

g -1.04154238e+001 CPcor
h 1. 58851885e+000 CTcor
i

j

-9.5700e- 008 (nominal)
3. 2500e- 006 (nom nal)

-2.20369866e- 003
2. 71505054e- 004

BATH TEMP BATH SAL BATH COND INST FREQ INST COND RESIDUAL

(ITS-90) (PSUV) (Siemens/m) (kHz) (Siemens/m) (Siemens/m)

0. 0000 0. 0000 0. 00000 2.56372 0. 00000 0. 00000
-1. 0000 34. 7239 2.79783 4.92285 2.79782 -0. 00001

1. 0000 34.7243 2.96885 5. 03124 2.96886 0. 00001
15. 0000 34. 7250 4.26160 5. 78469 4.26159 - 0. 00000
18. 5000 34. 7251 4. 60757 5. 97009 4.60757 -0. 00001
29. 0001 34. 7233 5. 68881 6.51521 5. 68883 0. 00002
32.5001 34.7165 6. 06056 6. 69223 6. 06055 -0. 00001

f = INST FREQ/ 1000.0
Conductivity = (g +h* f+i* £ +j* )/ (L +5* t+ & * p) Siemens/ meter
t = temperatur €°C)]; p = pressure[decibars]; 6 = CTcor; € = CPcor;
Residual = instrument conductivity - bath conductivity
Date, Slope Correction

0.002--~~==-=------F-——-——f--—-——f-——--—-----7------7 @ 03-Jun-14 1,0000284
A 22-Apr-15 1.0000000

Conductivity, Siemens/m



